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Mega-Guard BNWAS:

Bridge Navigational Watch Alarm System
IMO MSC. 128(75) and IEC62616 compliant
On, Auto On, Stand-by and Off mode
Timer indication on LCD display
lluminated pushbuttons with dimming
Emergency Call function

Officer On Duty selection

PIR motion detector option

NMEA output for VDR

Main and back-up power supply:19~32Vdc
World wide service network

Class type approved
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» Features

The purpose of the Mega-Guard Bridge Navigational Watch
Alarm System (BNWAS) is to monitor bridge activity and
detect operator disability which could lead to marine
accidents. The BNWAS monitors the awareness of the
officer on the bridge and automatically alerts an on duty
officer in case the officer on the bridge becomes incapable
of performing his duties. In case the officer on duty does
not respond, the other officers and other crew members are
alerted by the BNWAS.
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BNWAS The Mega-Guard BNWAS also includes an officer on duty

selection and an officer call function. The BNWAS is
operational whenever the ship's heading or track control
system is engaged. The Master is allowed to disable the
BNWAS and this function is protected by entering a
personal code.

Bridge Navigational Watch Alarm System

A NMEA-0183 serial output is available for connection to

@] the VDR. The Mega-Guard BNWAS is powered by two

19~32VDC power supplies: one main supply and one
Cossmon) Crro) ) [
2 The Mega-Guard BNWAS fulfills all applicable rules
including: IMO MSC. 128(75), IEC62616 and Type Approval

by class societies.

» System Lay-out

The Mega-Guard BNWAS consists of the following items:

e BNWAS

Installed in bridge console for flush panel mounting.
® Reset and Audible Alarm

Installed on bridge.
e PIR motion detector

Installed on bridge for bulkhead mounting. | —" SERIAL -
e Audible Alarm e’

Installed on bridge, officer's cabins and other crew areas.

S 24vdc Mains

i ovdc Mains

24Vdc Out Officer 2 Alarm

0Vdc Out Officer 2 Alarm o

. 24Vdc Backup 24Vdc Out Officer 3 Alarm 8

» Mode selection ¥ ovic Bacup 0Vde Out Offcer 3 Alarm [l <
) . P Emergency In+ 24Vdc Out Officer 4 Alarm [N g

Four different modes are available (indicated by LED): B Erergency In- OVec Out Offcer 4 Alarm Jil8 5
e \Watch On ® \Watch Stand-by |§l 12VdcPIR 24Vdc Out Crew Alarm g
e Watch Auto On e Watch Off Tk e o &

The officer on bridge can select with the Mode select switch
in between Watch On mode and Watch Auto On mode.
In Watch On mode the BNWAS is always active and in Watch
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24Vdc Out Visual Reset
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24Vdc Alarm Out Config. 1
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Auto On mode the BNWAS is active when the ship's heading | 24Vdc Out Officer 1 Alarm
or track control system is engaged. The BNWAS is in Watch =4 i 0Vde Out Officer 1 Alarm
Stand-by mode when the ship's heading or track control is
disengaged; the BNWAS is not active in this case. The Master
can turn of the BNWAS by selecting the Watch Off mode after
entering of a personal code via the Arrow Left and Arrow Right
pushbuttons.
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