Mega-Guard FAS:

FIRE ALARM :
FIRE ALARM Fire Alarm System
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MANDECK Compliant to EN54-2
Heat and smoke detectors
FIRE ALARM FIRE ALARM

Manual call points
ACCOMMODATION ENGINE ROOM/ 5
BELOW MAIN DECK AFT PEAK Supports 4 monitored zones
® [ieEU SNEEAUTE @ Up to 32 detectors in a single loop
DISABLED DISABLED (o] .
Mega-Guard, Tyco and Consilium detectors
Monitored 24Vdc output for siren
,
Configurable front panel text
@ Main and back-up power supply:19~32Vdc
World wide service network

Class type approved
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» Operating modes

The Mega-Guard FAS has two operating levels; one is
accessible for all crew members and the second level is only
accesible for authorized crew members. The second level
can only be entered by entering a personal code via the
Arrow Left and Arrow Right pushbuttons. In addition, an
installation mode is used by authorized personell during
installation.

The following functions are accessible for all crew members
in level 1:

® Lamp test function.
e Dimming function.
e Stop Horn function for Fire and/or Fault alarm. This

function is only available when selected during installation.

® Panel Reset function for Fault alarm. This function is only
available when selected during installation.

The following functions are accesible for authorized crew
members in level 2:

Stop Horn function for Fire and Fault alarm.
Panel Reset function for Fire and Fault alarm.
Disable/enable zone.

Re-activate Siren output and internal buzzer.

» Features

The Mega-Guard Fire Alarm System (FAS) monitors four
different fire zones on the vessel in compliance with
EN54-2 and type approval by class societies. The fire
detection sensors of each zone are connected in a loop and
the wiring is connected to the backside of the Mega-Guard
Fire Alarm System. The Fire Alarm System supports up to
32 standard fire detection sensors in a single loop:

Smoke detector
Heat detector
Flame detector
Manual call point

The Mega-Guard FAS is connected to the main supply and
to the back-up supply for automatic change over in case
of failure of supply voltage.

The Mega-Guard Fire Alarm System is equipped with the
following outputs:

e 24V/DC for Siren; activated in case of Fire and Fault alarm;
this output is monitored on wire break.

e Delayed fire alarm contact; activated in case the Stop
Horn pushbutton on the front is not pressed within
2 minutes.

e NMEA output for VDR.

e Fail contact; activated in case of failure.
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